100 YEARS OF BALANCING BEAUTY AND TECHNOLOGY

Kansai Paint is a near 100-year-old company and one of the top ten manufacturers of paints worldwide. With nearly 10,000 employees and over 42 global operations across 4 continents, Kansai commits over $60 million to R&D every year. So when you choose Kansai, you get the very best 360° support and a reliable paint partner.

• Japan’s largest and most progressive coatings manufacturer.
• Manufacturing, warehousing and distribution in over 42 countries across Asia, Africa, Europe, the Americas and now the Middle East.
• Over 10,000 employees across Asia, Africa, Europe, America and the Middle East.

KANSAI TRADE

The Kansai Trade range offers superior quality paints for the best value to commercial, residential and infrastructure projects. All products are designed for easy application to enhance productivity, and can meet a wide range of specifications for new construction or maintenance projects:

• Primers & Fillers
• Interior Walls & Ceilings
• Exterior Walls & Ceilings
• Trim & Cladding Paints
• Performance Coatings
• Varnishes & Stains
• Textured Finishes
• Decorative Effects
In-house expertise at your service

Over 500 professional paint applicators
At Kansai, we have an in-house team of over 500 professionally trained paint applicators and supervisors. This ensures that you get the best quality possible from a team that is properly trained on specific coating systems which can affect the validity of the products.

A qualified team of interior design specialists.
We employ a team of trained interior designers to help you create the perfect space. From one to one consultations to colour advice on a large scale project. Our team is ready to help.
FEATURES & BENEFITS
- An elegant matte finish for the exteriors of your home that is not only decorative but also protective
- Helps hide structural imperfections
- Available in different texture: 1mm to 3 mm
- Applied by different techniques
- Variety of textured designs
CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.

INTENDED USAGE
• To protect and decorate exterior wall surfaces.
• Suitable for application to suitably primed cement plaster, concrete and brickwork.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared cement plaster, concrete and gypsum plaster.
Method: Putty knife or trowel.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
• Apply using putty knife or trowel. Various pattern can be obtained based on application techniques.
• Apply at recommended spreading rates.
FEATURES & BENEFITS
• Protects the exteriors of your wall
• Antique like effect
• Adds a rustic feel to your walls
• Low VOC

EXTERIOR
Matte Finish

HERITAGE TEXTURE

Coverage
0.25 m²/l

DFT
700 μm

Touch Dry
8h

Drying time
24h

Volume Solids
65%

Putty knife, trowel applied
**INTENDED USAGE**
- To bridge and fill fine cracks on exterior cement plastered walls.
- To protect & decorate exterior wall surfaces.

**APPLICATION DETAILS**
- **Mixing:** Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
- **Substrate:** Thoroughly prepared cement plaster, concrete and gypsum plaster.
- **Method:** Putty knife or trowel.
- **Thinning:** Ready for use.
- **Cleaning:** Water.

**APPLICATION PROCEDURE**
- Apply using steel trowel, design plaster effect will depend on application skill/technique.
- Apply full skim coat first and 2nd coat for required design at recommended spreading rates.

**CHECK FOR THE ACCURATE COLOUR**
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.
FEATURES & BENEFITS
- Protects the exteriors of your wall
- Adds a rustic feel to your walls
- Low VOC
- Antique aged look
- Elastomeric property
INTENDED USAGE
- To bridge and fill fine cracks on exterior cement plastered walls.
- To protect & decorate exterior wall surfaces.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Apply using trowel or putty knife.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
- Apply using steel trowel, design plaster effect will depend on application skill/technique.
- To get antique finish with aged look, apply one coat of KANSAI GLAMOROUS GLAZE COAT.

CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.
FEATURES & BENEFITS
- Excellent scrub resistance
- Light textured paint
- Odorless
- Good opacity
- Good weather resistance
- Easy to apply
CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.

INTENDED USAGE
- To bridge and fill fine cracks on exterior cement plastered walls.
- To protect & decorate exterior wall surfaces.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Brush, roller.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
- Apply using brush or roller to get desired pattern.
FEATURING & BENEFITS
• A heavy texture to protect your exteriors from weather conditions
• Give your walls a classic touch

EXTERIOR Matte Finish

• HEAVY TEX

COVERAGE 0.25 m²/l
Touch Dry 6h
Drying time 24h
Volume Solids 70%
SS trowel applied
CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.

INTENDED USAGE
- Heavy textured finish.
- To protect & decorate exterior wall surfaces.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Apply using SS trowel.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
- Apply using steel trowel, design plaster effect will depend on application skill/technique.
FEATURES & BENEFITS
- Protects the exteriors of your wall
- Adds a rustic feel to your walls
- Available in a range of colours
- Suitable for residential units

EXTERIOR
Matte Finish

HERITAGE TEX MEDIUM

Coverage 1 m²/l
DFT 700 µm
Touch Dry 8h
Drying time 24h
Volume Solids 65%
SS trowel applied
INTENDED USAGE
• To bridge and fill fine cracks on exterior cement plastered walls.
• To protect & decorate exterior wall surfaces.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Apply using trowel or putty knife.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
• Apply using steel trowel, design plaster effect will depend on application skill/technique.
• Apply full skim coat first of KANSAI HERITAGE MEDIUM TEXTURE and 2nd coat for required design at recommended spreading rates.

CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.
FEATURES & BENEFITS
• Give your walls a rich stone like finish
• Low maintenance
• Long lasting
• Made of colored aggregates
• Consisting of ground marble and stone chips
CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.

INTENDED USAGE
• Kansai Stone Finish is suitable for use on interior and exterior surfaces such as brick works, plaster, concrete, gypsum board, construction blocks etc.
• To protect & decorate interior and exterior wall surfaces.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Spray.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
• Apply using spray.
• Apply one coat of recommended primer, followed by two or more coats of KANSAI STONE FINISH at recommended spreading rates.
• To provide protection to the stone finish and to give it a glossy finish, apply two top coats of KANSAI GLAZE COAT GLOSS.
FEATURES & BENEFITS
• Hides undulations
• A range of patterns and colours to choose from
• A protective and decorative coat for your interiors and exteriors
• Water based acrylic copolymer textured
• Gives fine finish

EXTERIOR, INTERIOR Matte Finish

HB SUPERTEX FINE

Coverage 1.25 m²/l
Touch Dry 6h
Drying time 16h
Volume Solids 66%
Textured roller applied
INTENDED USAGE
• To protect and decorate interior/exterior wall surfaces.
• Suitable for application to suitably primed cement plaster, concrete and brickwork.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared cement plaster, concrete and gypsum plaster.
Method: By textured roller as per the desired pattern.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
• Apply using textured roller as advised. Various pattern can be obtained based on application techniques.
• Apply at recommended spreading rates.

CHECK FOR THE ACCURATE COLOUR
Painted colours may vary from the actual paint colour. Sample the actual paint colour in 250ml Tester pots. You can also choose the corresponding paint swatch from the Kansai Inspired Colour system using the name and code of the printed sample on this page.
FEATURES & BENEFITS
- A decorative coating that protects your interiors as well as exteriors
- Two types of patterns available to choose from
- Can be overcoated to get the desired finish

INTENDED USAGE
- As an intermediate coat on interior and exterior walls and ceiling.
- To provide different textured pattern by adjusting application condition.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Spray.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
- Apply using gravity feed hopper gun or other suitable equipment to get desired pattern.
FEATURES & BENEFITS
• Long lasting
• Prevents cracks from showing up because of its crack bridging properties
• Environmentally friendly
• Low odour
• Water based acrylic copolymer coating
• Fills joints up to 3 mm deep
• Hard wearing and tough thick coat

INTENDED USAGE
• To protect and to cover substrate undulation over exterior wall surfaces.
• To bridge and fill up to 3 mm cracks on exterior cement plastered walls and masonry substrates.
• Suitable for application to suitably primed cement plaster, concrete and brickwork.

APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.

Method: Spray or trowel application.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE
• Ready for use by spray or trowel application you may add water for application consistency.
• Apply one coat of recommended primer, followed by one coat of KANSAI SPRAY COARSE PLASTER at recommended spreading rates.

Coverage
0.15 m²/l

Volume
Solids
68%

Spray, trowel applied

DFT
2500 μm

Touch Dry
6h

Drying time
24h

Exterior

Matte Finish

EXTERIOR

SPRAY COARSE PLASTER

INTENDED USAGE

APPLICATION DETAILS

APPLICATION PROCEDURE
 FEATURES & BENEFITS
• Level out any surface imperfections
• Long lasting
• Prevents cracks from showing up because of its crack bridging properties
• Fills joints up to 3 mm deep
• Exceptional exterior durability

 INTENDED USAGE
• To protect and to cover substrate undulation over exterior wall surfaces.
• To bridge and fill up to 3 mm cracks on exterior cement plastered walls and masonry substrates.
• Suitable for application to suitably primed cement plaster, concrete and brickwork.

Method: Spray or trowel application.
Thinning: Ready for use.
Cleaning: Water.

 APPLICATION PROCEDURE
• Ready for use by spray or trowel application.
• Apply, one coat of KANSAI MEDIUM PLASTER at recommended spreading rates.

 APPLICATION DETAILS
Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
FEATURES & BENEFITS

- Hides structural imperfections and undulations
- Good adhesion
- Provides an elegant fine texture for your interior walls
- Smoothen internal walls and ceiling

INTENDED USAGE

- To level and smoothen internal/external walls and ceiling.
- To cover minor undulation in walls and ceiling.

APPLICATION DETAILS

Mixing: Stir thoroughly with a flat paddle until homogeneous and stir periodically during use.
Substrate: Thoroughly prepared concrete, plaster, brickwork and various building boards.
Method: Spray or trowel application.
Thinning: Ready for use.
Cleaning: Water.

APPLICATION PROCEDURE

- Ready for use by spray or trowel application.
- Apply one or more coat of KANSAI FINE PLASTER at recommended spreading rates to level and smoothen surface.

Coverage: 0.6 m²/l
DFT: 600 μm
Touch Dry: 6h
Drying time: 24h
Volume Solids: 63%
Spray, trowel applied
Now choose from over 1,500 inspired colours

TO EXPLORE MORE ABOUT EACH HUE, PICK FROM ONE OF THE INSPIRED COLOUR CARDS AT ANY KANSAI STORE TO BROWSE SUGGESTIONS ON COLOUR PALETTES AND THEMES.

To select the right colour, simply collect a paint swatch from our store, pick from the Inspired Colour fan deck or request a one-on-one consultation with our colour design team.

All Kansai products are available in a range of standard colours and can be tinted upon request into any inspired colour.

The Kansai Inspired Colour System offers a comprehensive selection of 1,470 brilliant colours and 108 essential colours carefully selected by our Colour Design team.

Each colour is arranged into families of Reds, Oranges, Yellows, Greens, Blues, Purples and Neutrals to help you find the right colour easily.

@KansaiPaintMiddleEast @kansaipaintme kansaipaint.ae kansaipaintme Kansai Paint ME